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Hood Cover 


ZVW-193-040 R 
for VOLKSWAGEN GOLF ZR 2004» 





CONTENTS: 
1 Hood Cover (1 Part) 
complete with attachments 





PLEASE READ ENTIRE TEXT BEFORE BEGINNING INSTALLATION 
Caution: Beware of sharp edges. 





e On recently refinished surfaces, allow paint to cure completely prior to installation. 
e For best results, install Cover in a surrounding environment of at least 68°F. 


¢ To clean Cover, hand wash with Volkswagen® Wash and Wax - ZVW 902 102 - or mild detergent. Rinse thoroughly and 
hang Cover to air - dry completely. DO NOT MACHINE DRY. 


e Periodic treatment with UV protectant such as Volkswagen® UV Protectant or equivalent is recommended. 


FOR INITIAL INSTALLATION, PLEASE OBSERVE: Properties inherent in the premium materials and method of con- 
struction are used to give the cover the flexibility to adapt to the shape of the vehicle during the first few hours after the initial 
installation. To achieve a good snug fit, it is recommended to adjust the cover after the first few hours of use. 

Preparation + Turn off ignition * Engage lowest gear or "Park" * Open hood 


Distributed by Volkswagen of America, Inc., Auburn Hills, MI 48326 
Distributed by Volkswagen Canada Inc., Ajax ON LIS 7G7 AS090-V11350cmc0504 


20f6 
Hood Cover Installation 


1. At center of hood cover (A), insert plastic strips (E) into pockets in air deflectors (B) (Figure 1). 





3. With hood open, stretch hood cover (A) onto hood, pulling each side one or two inches at a time, until corners fit 
snugly (Figure 3). Install hooks on ends of straps (D, F) into corresponding holes in hood (Figure 3a, 3b). Pull on 
ends of adjustable straps (D) until tight. Secure loose ends in elastic loops. 





AS090-V11350cmc0504 


30f6 


Máscara del cofre 


ZVW-193-040 R 
para automovil 
VOLKSWAGEN GOLF 4R 2004» 


CONTENIDO: 
1 Mascara del cofre (1 Parte) 
completa con aditamentos 





POR FAVOR LEA TODO EL TEXTO ANTES DE COMENZAR LA INSTALACION 


Precaucion: Tenga cuidado con los bordes filosos. 





e Se recomienda que lave toda el área que se va a cubrir. El vehículo y la cubierta deben estar totalmente secos antes de la instalación. 


e Si se moja o ensucia debajo de la cubierta, extraiga la misma, limpie y seque completamente. No permita que la máscara seque en el 
vehículo. Las superficies pintadas podrían perder el brillo. 


IMPORTANTE: Extraiga y limpie la cubierta y el extremo delantero del vehículo por lo menos una vez por mes. Asegúrese de que la 
cubierta y la superficie del vehículo estén completamente secas antes de volver a instalar. 


e Se debe permitir que cualquier superficie recientemente repintada cure completamente antes de la instalación. 
e Para obtener mejores resultados, instale la cubierta en un sitio con una temperatura ambiente de por lo menos 68°F. 


* Para limpiar la cubierta, lave a mano con Volkswagen) Wash and Wax - ZVW 902 102 - o un detergente suave. Enjuague 
completamente y cuelgue al aire para secar. NO LA SEQUE A MÁQUINA. 


e Se recomienda el uso de un tratamiento protector contra las radiaciones UV como el Volkswagen) UV Protectant o un producto 
equivalente. 


e La cubierta debe estar totalmente seca antes de almacenana. 


ADVERTENCIA: El fabricante no será responsable de los daños al producto debido a accidentes o abuso. 


AL INSTALAR POR PRIMERA VEZ, RECUERDE: Se utilizan las propiedades inherentes en los materiales de 
primera calidad y el método de construcción para dar a la cubierta la flexibilidad necesaria para que se adapte a la forma del vehículo 
durante el primer par de horas después de la instalación inicial. Para lograr un buen ajuste apretado, se recomienda ajustar la cubierta 
después de un par de horas de uso. 

Preparación ° Apague el encendido + Coloque la caja de cambios en la marcha más baja o en "Estacionamiento" + Abra el capó 
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Installatión de la cubierta para cofre 


1. En el centro de la cubierta para cofre (A), inserte las piezas de plástico (E) dentro de los bolsillos de los deflectores 


de aire (B) (Figura 1). 





2. Extraiga los dos fijadores de forro indicados del cofre (C) apretándolos mientras tira de los fijadores para sacarios de 
los agujeros (Figure 2). 





3. Con el cofre abierto, estire la cubierta para cofre (A) sobre el mismo, tirando de cada lado una a dos pulgadas por 
vez, hasta que las esquinas calcen ajustadamente (Figura 3). Instale los ganchos en los extremos de las correas 
(D, F) dentro de los agujeros correspondientes en el cofre (Figura 3a, 3b). Tire de los extremos de las correas 
ajustables (D) hasta que estén ajustadas. Fije los extremos sueltos en los lazos elásticos. 
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Protege-Capot 
ZVW-193-040 R 
pour VOLKSWAGEN GOLF 4R 2004> 





CONTENU: 
1 Protege-Capot (1 Piece) 
avec accessoires 





VEUILLEZ LIRE LE TEXTE EN ENTIER AVANT D'ENTREPRENDRE L'INSTALLATION 


Attention aux rebords aigus. 





e [l'est recommandé de laver la surface à couvrir. Le véhicule et le protège-calandre doivent être complètement secs avant l'installation. 


e Si le dessous du protege-calandre est mouillé ou sale, retirer, nettoyer et sécher complètement. Ne pas laisser sécher le 
protège-calandre sur le véhicule car les surfaces peintes pourraient se troubler. 


IMPORTANT : Retirer et nettoyer le protège-calandre, ainsi que l'avant du véhicule, au moins une fois par mois. S'assurer que le 
protège-calandre et la surface du véhicule sont complètement secs avant la réinstallation. 


e Sur les surfaces dont le fini a été refait récemment, laisser la peinture sécher complètement avant l'installation. 
e Pour de meilleurs résultats, installer le protège-calandre à une température ambiante d'au moins 23 °C. 


e Afin de nettoyer le protège-calandre, laver avec le produit Volkswagen® Wash and Wax - ZVW 902 102 - ou avec un détergent doux. 
Rincer à fond et suspendre le protège-calandre pour le faire sécher complètement à l'air. NE PAS SÉCHER À LA MACHINE. 


e || est recommandé d'appliquer régulièrement un traitement contre les rayons UV, tel que le protecteur UV de Volkswagen, ou 
l'équivalent. 


* Le protège-calandre devrait être complètement sec avant l'entreposage. 


AVERTISSEMENT : Le fabricant ne sera pas responsable des dommages au produit causés par un accident ou une mauvaise 
utilisation. 


POUR LA PREMIÈRE INSTALLATION, VEUILLEZ OBSERVER : Les propriétés inhérentes aux matériaux de première 
qualité et à la méthode de construction sont utilisées pour conférer au protège-calandre la flexibilité nécessaire pour s'adapter à la forme 
du véhicule au cours des premières heures suivant la première installation. Afin d'obtenir un ajustement parfait, il est recommandé d'a- 
juster le protège-calandre après quelques heures. 

Préparation ° Arrêter le moteur + Embrayer en première ou en position " Stationnement " + Ouvrir le capot 
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Installation de la partie capot 


1. Au centre de la partie capot (A), insérer les lanières en plastique (E) dans les poches prévues pour les déflecteurs 


d'air (B) (Figure 1). 





2. Retirer les deux attaches indiquées de la garniture de capot (C) en les comprimant pour les sortir des orifices 


(Figure 2). 





3. Avec le capot ouvert, tendre la housse (A) sur le capot, en tirant un ou deux pouces à la fois de chaque côté jusqu'à 
ce que les coins s’ajustent parfaitement (Figure 3). Installer les crochets des extrémités des lanières (D, F) dans les 
orifices correspondants dans le capot (Figure 3a, 3b). Tirer le bout des lanières réglables (D) pour les serrer. Fixer 


les bouts lâches dans les boucles élastiques. 
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Cautions € Warnings 


Please read these WARNINGS and CAUTIONS before proceeding with maintenance 
and repair work. You must answer that you have read and you understand these 
WARNINGS and CAUTIONS before you will be allowed to view this information. 


e If you lack the skills, tools and equipment, or a suitable workshop for any procedure described in this manual, we 
suggest you leave such repairs to an authorized Volkswagen retailer or other qualified shop. We especially urge 
you to consult an authorized Volkswagen retailer before beginning repairs on any vehicle that may still be covered 
wholly or in part by any of the extensive warranties issued by Volkswagen. 


e Disconnect the battery negative terminal (ground strap) whenever you work on the fuelsystem or the electrical 
system. Do not smoke or work near heaters or other fire hazards. Keep an approved fire extinguisher handy. 


e Volkswagen is constantly improving its vehicles and sometimes these changes, both in parts and specifications, 
are made applicable to earlier models. Therefore, part numbers listed in this manual are for reference only. Always 
check with your authorized Volkswagen retailer parts department for the latest information. 


e Any time the battery has been disconnected on an automatic transmission vehicle, it will be necessary to 
reestablish Transmission Control Module (TCM) basic settings using the VAG 1551 Scan Tool (ST). 


e Never work under a lifted vehicle unless it is solidly supported on stands designed for the purpose. Do not support 
a vehicle on cinder blocks, hollow tiles-or other props that may crumble under continuous load. Never work under a 
vehicle that is supported solely by a jack. Never work under the vehicle while the engine is running. 


e For vehicles equipped with an anti-theft radio, be sure of the correct radio activation code before disconnecting the 
battery or removing the radio. If the wrong code is entered when the power is restored, the radio may lock up and 
become inoperable, even if the correct code is used in a later attempt. 


e If you are going to work under a vehicle on the ground, make sure that the ground is level. Block the wheels to 
keep the vehicle from rolling. Disconnect the battery negative terminal (ground strap) to prevent others from 
starting the vehicle while you are under it: 


e Do not attempt to work on your vehicle if you do not feel well. You increase the danger of injury to yourself and 
others if you are tired, upset or have taken medicine or any other substances that may impair you or keep.<you from 
being fully alert. 

is. 
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e Never run the engine unless the work area is well ventilated. Carbon monoxide (Ep) kills. 
A, 
e Always observe good workshop practices. Wear goggles when youcoperate machine tools or work with acid. Wear 
goggles, gloves and other protective clothing whenever the job requires working with harmful substances. 


e Tie long hair behind your head. Do not wear a necktie, a scarf, loose clothing, or a necklace when you work near 
machine tools or running engines. If your hair, clothing, or jewelry were to get caught in the machinery, severe 
injury could result. 


e Do not re-use any fasteners that are worn or deformed in normal use. Some fasteners are designed to be used 
only once and are unreliable and may fail if used a second time. This includes, but is not limited to, nuts, bolts, 
washers, circlips and cotter pins. Always follow the recommendations in this manual - replace these fasteners with 
new parts where indicated, and any other time it is deemed necessary by inspection. 


Î 
| 
| next | 
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Cautions € Warnings 


e Illuminate the work area adequately but safely. Use a portable safety light for working inside or under the vehicle. 
Make sure the bulb is enclosed by a wire cage. The hot filament of an accidentally broken bulb can ignite spilled 
fuel or oil. 


e Friction materials such as brake pads and clutch discs may contain asbestos fibers. Do not create dust by 
grinding, sanding, or by cleaning with compressed air. Avoid breathing asbestos fibers and asbestos dust. 
Breathing asbestos can cause serious diseases such as asbestosis or cancer, and may result in death. 


e Finger rings should be removed so that they cannot cause electrical shorts, get caught in running machinery, or be 
crushed by heavy parts. 


e Before starting a job, make certain that you have all the necessary tools and parts on hand. Read all the 
instructions thoroughly; do not attempt shortcuts. Use tools that are appropriate to the work and use only 
replacement parts meeting Volkswagen specifications. Makeshift tools, parts and procedures will not make good 
repairs. 


e Catch draining fuel, oil or brake fluid in suitable containers. Do not use empty food or beverage containers that 
might mislead someone into drinking from them. Store flammable fluids away from fire hazards. Wipe up spills at 
once, but do not store the oily rags, which can ignite and burn spontaneously. 


e Use pneumatic and electric tools only to loosen threaded parts and fasteners. Never use these tools to tighten 
fasteners, especially on light alloy parts. Always use a torque wrench to tighten fasteners to the tightening torque 
listed. 


e Keep sparks, lighted matches, and open flame away from the top of the battery. If escaping hydrogen gas is 
ignited, it will ignite gas trapped in the cells and cause the battery to explode. 


e Be mindful of the environment and ecology. Before you drain the crankcase, find out the proper way to dispose of 
the oil. Do not pour oil onto the ground, down a drain, or into a stream, pond, or lake. Consult local ordinances that 
govern the disposal of wastes. 


e The air-conditioning (A/C) system is filled with-a°chemical refrigerant that is hazardous? he A/C system should be 
serviced only by trained automotive service‘technicians using approved refrigerant recovery/recycling equipment, 
trained in related safety precautions, ang familiar with regulations governing the discharging and disposal of 
automotive chemical refrigerants. 


e Before doing any electrical welding on vehicles equipped with anti-lock brakes (ABS), disconnect the-battery 
negative terminal (ground strap)sand the ABS control module connector. 


e Do not expose any part of the A/C system to high temperatures such as open flame. Excessive heat wilh increase 
system pressure and may cause the system to burst. 


e When boost-charging the battery, first remove the fuses for the Engine Control Module (ECM), the Transmission 
Control Module (TCM), the ABS control module, and the trip computer. In cases where one or more of these 
components is not separately fused, disconnect the control module connector(s). 


e Some of the vehicles covered by this manual are equipped with a supplemental restraint system (SRS), that 
automatically deploys an airbag in the event of a frontal impact. The airbag is operated by an explosive device. 
Handled improperly or without.adequate safeguards, it can be accidentally activated and cause serious personal 
injury. To guard against personal injury or airbag system failure, only trained Volkswagen Service technicians 
should test, disassemble or service the airbag system. 
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Cautions € Warnings 


Do not quick-charge the battery (for boost starting) for longer than one minute, and do not exceed 16.5 volts at the 
battery with the boosting cables attached. Wait at least one minute before boosting the battery a second time. 


Never use a test light to conduct electrical tests of the airbag system. The system must only be tested by trained 
Volkswagen Service technicians using the VAG 1551 Scan Tool (ST) or an approved equivalent. The airbag unit 
must never be electrically tested while it is not installed in the vehicle. 


Some aerosol tire inflators are highly flammable. Be extremely cautious when repairing a tire that may have been 
inflated using an aerosol tire inflator. Keep sparks, open flame or other sources of ignition away from the tire repair 
area. Inflate and deflate the tire at least four times before breaking the bead from the rim. Completely remove the 
tire from the rim before attempting any repair. 


e When driving or riding in an airbag-equipped vehicle, never hold test equipment in your hands or lap while the 
vehicle is in motion. Objects between you and the airbag can increase the risk of injury in an accident. 


| have read and I understand these Cautions and Warnings. 


oK | 
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